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l Hard Chrome Plated Piston Rod

l Specialised Steel Alloy Body

l High Performance Seals

l Self Lubrica�ng Low Nickel Bronze Bush

l Cold Working Cylinder Bore

l High Nickel Steel Alloy Components

l Narrow Profile Nose

l Slim Cylinder Design 

l Fine Toothed Ratchet Pawl

l Torsion Free Reac�on Pad

FEATURES:

TRITORC THL Series Direct Hex Drive Hydraulic Torque 
Wrenches are designed for extreme low spaces where 
normal tools cannot reach. The light weight & 
compact hydraulic cylinder is made of special Aircraft 
Grade Aluminum Alloy and the internal spares are 
made of high Nickel Alloy Steel. There are 5 Models in 
THL Series ranging from 230 - 45000 Nm. All models 
have small nose radius which allows the tool to fit in 
such areas where space constraint is observed.

THL Series Square Drive Torque Wrench

TECHNICAL DATA

Min. 
Torque

Max.  
Torque

Hex Across 
Flat

Drive Unit 
Weight

Ratchet 
Unit Weight

THL-2  THL-4  THL-8  THL-  14 THL-32 UnitsTechnical Data

Nm 273 315 578 677 1228 1508 2168 2402 4919 5191

Ft. Lbs 201 232 426 499 906 1112 1599 1772 3628 3829

Nm 2728 3008 5781 6733 12281 15078 21675 24022 49192 51909

Ft. Lbs 2012 2219 4264 4966 9058 11121 15987 17718 36282 38286

mm 19 - 48 49 - 60 33 - 56 57 - 80  41 - 80 81 - 105 50 - 99 100 - 120 90 -145 146 - 175

Kg 1.5 1.5 3.2 3.2 5.3 5.3 9.8 9.8 15 15

Lbs. 3.3 3.3 7.1 7.1 11.7 11.7 21.6 21.6 33.1 33.1

Kg 1.7 1.85 4.1 4.2 8.7 8.8 11.5 15.5 32 35

Lbs. 3.7 4.1 9.0 9.3 19.2 19.4 25.4 34.2 70.6 77.2

3/4 - 
1.7/8

1.15/16 - 
2.3/8

1.5/16-
2.3/16

2.1/4 - 
3.1/8

1.5/8 - 
3.1/8

3.3/16 - 
4.1/8

2 - 
3.7/8

3.15/16 - 
4.3/4

3.7/8 - 
5.11/16

5.3/4 - 
6.7/8Inch

SPECIFICATIONS:

l High nickel alloy steel internal components ensure long las�ng moving parts.

l The rod engages in the first stroke thus removing any backlash.

l The Hydraulic Torque Wrenches use an Alloy steel high strength hydraulic cylinder designed to exert a torque as 
per applica�on.

l The ratchet and pawl have a finer tooth for be�er engagement and torqueing.

l The quick connectors for the hydraulic lines are leak-resistant for safety even under pressure. This is an industry 
standard feature of the Tritorc hydraulic Torque wrench.

l Low profile of the Hex type torque wrench allows the tool to fit the narrowest gaps.

HYDRAULIC 
TORQUE WRENCHES
HEX DRIVE
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1) Self-lubricating low Nickel Bronze for drive bush to 
protect body from wear.

2) Fine Ratchet & Pawl for better engagement.

3) Auto engagement of rod in first stroke

4) Leak proof quick connecting coupler.

5) 360°x180° swivel for better degree of movement.

6) Hard chrome plating of piston rod for wear resistance.

7) High quality seals for high pressure.

8) Torsion free reaction pad.

9) Never-Lock drive pawl.

10) Lock Pin

DIMENSIONAL DATA

THL-2  THL-4  THL-8  THL-  14 THL-32 Technical Data

Overall Length L mm
(inch)

H1 mm
(inch)

H2 mm
(inch)

W1 mm
(inch)

W2 mm
(inch)

(Q)  mmNose Radius
(inch)

R min  mm
(inch)

R max  mm
(inch)

 164 169 202 218 267 285 325 329 408 443
 6.46 6.65 7.95 8.58 10.51 11.22 12.80 12.95 16.06 17.44

 132 143 168 184 198 223 237 251 299 321
 5.20 5.63 6.61 7.24 7.80 8.78 9.33 9.88 11.77 12.64

 99 110 129 144 159 184 193 209 259 281
 3.90 4.33 5.08 5.67 6.26 7.24 7.60 8.23 10.20 11.06

 32.2 32.2 40.6 40.6 52.5 52.5 63 63 83 83
 1.27 1.27 1.60 1.60 2.07 2.07 2.48 2.48 3.27 3.27

 34.4 34.4 49.5 49.5 61.5 61.5 81 81 93 93
 1.35 1.35 1.95 1.95 2.42 2.42 3.19 3.19 3.66 3.66

 22 - 43 43 - 46 33 - 46 46 - 60 42 - 63 63 - 81 53 - 80 80 - 92 90 - 114 114 - 128
 0.87-1.69 1.69-1.81 1.30-1.81 1.81-2.36 1.65-2.48 2.48-3.19 2.09-3.15 3.15-3.62 3.54-4.49 4.49-5.04

 9.5 10 10 13 12 20 17 22 25 25
 0.37 0.39 0.39 0.51 0.47 0.79 0.67 0.87 0.98 0.98

 14.5 15.5 15 18 20 24 27 29 31 31
 0.57 0.61 0.59 0.71 0.79 0.94 1.06 1.14 1.22 1.22
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